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Competition between recombination and extraction
of free charges determines the ﬁll factor of organic
solar cells
Davide Bartesaghi1,2, Irene del Carmen Pe´rez1, Juliane Kniepert3, Steffen Roland3, Mathieu Turbiez4,
Dieter Neher3 & L. Jan Anton Koster1
Among the parameters that characterize a solar cell and deﬁne its power-conversion
efﬁciency, the ﬁll factor is the least well understood, making targeted improvements difﬁcult.
Here we quantify the competition between charge extraction and recombination by using a
single parameter y, and we demonstrate that this parameter is directly related to the ﬁll factor
of many different bulk-heterojunction solar cells. Our ﬁnding is supported by experimental
measurements on 15 different donor:acceptor combinations, as well as by drift-diffusion
simulations of organic solar cells in which charge-carrier mobilities, recombination rate, light
intensity, energy levels and active-layer thickness are all varied over wide ranges to reproduce
typical experimental conditions. The results unify the ﬁll factors of several very different
donor:acceptor combinations and give insight into why ﬁll factors change so much with
thickness, light intensity and materials properties. To achieve ﬁll factors larger than 0.8
requires further improvements in charge transport while reducing recombination.
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O
rganic photovoltaic devices (OPVs) represent a highly
attractive choice for harnessing solar energy in terms of
low cost, easiness of production, ﬂexibility and environ-
mental sustainability. Researchers have therefore put considerable
effort in the development of this technology, seeking to increase
both the efﬁciency and the stability of OPV devices1–4. The
achievement of these goals is strongly dependent on the
understanding of the physics of the devices.
To characterize a solar cell, three parameters are usually
considered: the open circuit voltage (Voc), the short circuit




where JMPP and VMPP are the current density and voltage at the
maximum power point (MPP), respectively (Fig. 1).
Over recent years, a good understanding of the physical
phenomena governing Jsc5,6 and Voc7–9 has been achieved, while a
similar understanding is lacking for the FF. If the generation
of charges changes signiﬁcantly between open-circuit and
short-circuit conditions, then this will inﬂuence the FF. Such
ﬁeld-dependent generation of charge carriers has been shown to
be the main determinant in some donor/acceptor
combinations10,11. In most of the high-efﬁciency OPV systems,
geminate recombination is greatly reduced and bimolecular re-
combination is the main mechanism for charge recombination12.
It is then the competition between recombination and extraction
of charges that principally determines the dependence of the
photocurrent on bias, and hence the FF13. Some authors
combined transport and recombination by treating the problem
in terms of the mobility-lifetime product14,15.
Whether the recombination is dominant over the extraction or
vice versa depends on a complex interplay between the effects of
thickness14,16, charge transport17,18, recombination strength13,19
and light intensity20. Although many publications in the literature
relate the differences in FF between different solar cells to one
parameter, such as the thickness14,16 or the light intensity20, it has
been recently shown that one has to consider all the dynamic
processes in the device21 to understand changes in FF. A
complete and systematic understanding of the interplay of all the
factors mentioned above, which may translate into signiﬁcant
improvements of the FF and hence of the power-conversion
efﬁciency, is still lacking.
In this study we focus on the FFs of a large number of solar
cells, using both simulations by means of drift-diffusion
modelling22 and experimental data. The simulations are
performed by varying the charge-carrier mobilities, re-
combination rate, light intensity, energy levels and active-layer
thickness over a wide range, to reproduce typical experimental
conditions. Experimental data are collected from a wide variety of
donor:acceptor combinations, including systems that exhibit a
weak ﬁeld dependency in the photogeneration of charges. Both
simulated and experimental devices have ohmic contacts, as it is
the case for the most efﬁcient organic solar cells. For each
combination, we measure charge-carrier mobilities and
bimolecular recombination rates using a combination of steady-
state and transient techniques, and we use these quantities to
estimate the recombination and extraction times. In addition, we
include experimental data taken from the literature, for devices
based on polymer:fullerene16,23 and small-molecule17 systems.
We introduce a dimensionless parameter y that quantiﬁes the
ratio of the recombination and extraction rates. This single
parameter uniﬁes the effects of charge-carrier mobilities,
recombination rate, light intensity and thickness. When all the
FFs of the solar cells studied are plotted versus y, the data collapse
onto one universal curve, showing that the parameter y is suitable
to quantify the competition between recombination and
extraction of free charges. Our results unify the FFs of 15 very
different donor:acceptor combinations and help explain why FFs
change so much with thickness, light intensity and materials
properties, which opens up the possibility of targeted
improvement. We show that to achieve FFs of over 0.8, further
improvements in charge transport are needed while reducing
recombination.
Results
Drift-diffusion model and material parameters. Organic solar
cells are generally based on the combination of two materials, one
electron donor and one electron acceptor. This bulk heterojunc-
tion (BHJ) can be considered as one effective semiconductor
medium, whose valence and conduction bands are represented by
the higher occupied molecular orbital of the donor (HOMOD)
and by the lowest unoccupied molecular orbital of the acceptor
(LUMOA), respectively. This effective medium is sandwiched
between two metal electrodes. The charges photogenerated inside
the active layer on absorption of photons move driven by the
external electric ﬁeld (drift) and by their concentration gradient
(diffusion). The drift and diffusion of charges can be described by
a model, presented in detail in ref. 22, which includes generation
and recombination of free charge carriers, as well as the effect that
the possible build-up of space charge has on the electric ﬁeld. The
generation of free charges is assumed to be ﬁeld-independent. In
spite of its simplicity, the monodimensional drift-diffusion model
is a powerful tool to treat BHJ systems and it has been used by
many groups in the past to properly describe the J–V curves of
real devices24–26.
We perform monodimensional drift-diffusion modelling of the
J–V curves of organic solar cells by using a set of parameters that
are representative of a vast class of BHJs in different operating
conditions. The ranges used for these parameters are listed in
Table 1. As the light-absorbing materials used in OPV are
typically strongly absorbing, the active layers can be relatively
thin. A range of 60–260 nm is chosen in the simulations. The
difference between LUMOA and HOMOD varies somewhat
between solar cell materials; hence, this parameter is also varied.
The contacts are assumed to be ohmic, that is, there are no energy
barriers for the injection and extraction of electrons and holes at
the cathode and anode, respectively. In the simulations, the
carriers at the contact are assumed to be in thermal equilibrium
with the electrodes22, which implies inﬁnitely strong surface




















Figure 1 | J–V characteristic of a solar cell. The MPP is the voltage at
which the product |JV| is at its maximum.
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recombination velocities (10 4m s 1) for the electrons (holes)
near the anode (cathode) yields virtually the same results for FF
versus y (see Supplementary Note 1 and Supplementary Fig. 1a).
We also veriﬁed that our results are not inﬂuenced by the exact
carrier densities at the contacts (see Supplementary Note 1 and
Supplementary Fig. 1b).
The mobilities of electrons and holes characterize the charge
transport. For simplicity, we assume the mobilities to be not
dependent on the electric ﬁeld and on the charge density. Our
simulations consider bimolecular recombination as the main loss
mechanism of free charges. The strength of bimolecular
recombination is given by
g ¼ gprekL; ð2Þ
where gpre is a dimensionless reduction prefactor and kL is the
classical Langevin recombination coefﬁcient27
kL ¼ qe0eR ðmpþmnÞ; ð3Þ
in which e0 is the vacuum dielectric constant, eR is the relative
dielectric constant of the blend, q is the elementary charge, and mp
and mn are the hole and electron mobilities, respectively (see
Table 1). As there is no experimental evidence of organic solar
cells with a recombination strength higher than what follows
from equation (3), we consider the Langevin expression as an
upper limit for the bimolecular recombination strength. The
reduction of the classical Langevin recombination rate in BHJs
has been observed experimentally in some polymer:fullerene28,
polymer:polymer29,30 and small-molecule solar cells31; typical
values for the reduction prefactor gpre are between 1 and
1 10 3.
The generation rate of free charges G is proportional to light
intensity; we vary G to simulate solar cells under different
illumination conditions, from 1025 to 1028m 3 s 1, roughly
corresponding to 10 3–1 sun intensity.
Donor and acceptor materials. Experimental data from BHJ
solar cells are based on the combination of a variety of donor
and acceptor materials, fabricated in different laboratories and
characterized by different techniques (see Methods section). To
avoid losses due to the series resistance of the contacts32, devices
with small active area (0.01–0.04 cm2) are fabricated. To draw
conclusions that are valid for a large class of OPVs, three families
of BHJs are considered: polymer:fullerene, polymer:polymer and
small-molecule solar cells. The chemical structures of the
materials are shown in Fig. 2.
Polymer:fullerene solar cells. The polymers used in this study
are poly(3-hexylthiophene) (P3HT)33, diketopyrrolopyrrole-
quinquethiophene alternating copolymer (PDPP5T)34 and
polythieno[3,4-b]-thiophene-co-benzodithiophene (PTB7)2.
These polymers are mixed with [6,6]-phenyl-C71-butyric acid
methyl esther ([70]PCBM). Devices based on these polymer:
fullerene systems are fabricated and characterized following the
procedures described in the Methods section.
In addition, we include experimental data from the literature.
These include a well-known system, poly(2-methoxy-5-(30,70-
dimethyl octyloxy)-p-phenylene vinylene) (MDMO-PPV)
blended with [6,6]-phenyl-C61-butyric acid methyl esther
PCBM16, and a more recent series of donor–acceptor
copolymers in which the electron donor benzodithiophene
(BnDT) is alternated with the electron acceptor 2-alkyl-
benzo[d][1,2,3]triazole or its ﬂuorinated analogue and blended
with PCBM. The data are taken from a recent paper, in which Li
et al.23 compared the performance of BnDT-(X)TAZ:PCBM
systems with different content of ﬂuorinated groups.
Polymer:polymer solar cells. We consider the mixture of the
donor polymers P3HT and poly[3-(4-octylphenyl)thiophene]
(POPT)35,36 with the acceptor poly([N,N0-bis(2-octyldodecyl)-
naphtalene-1,4,5,8-bis(dicarboximide)-2,6-diyl]-alt-5,50-(2,20-bith
iophene)) (P(NDI2OD-T2)), which is also referred to as N2200
(ref. 37) and its perylene-based analogue (P(PDI2OD-T2))38.





yl}-2,1,3-benzothiadiazole (bis-DPP) blended with [70]PCBM17.
Recombination and extraction rates. First, we present an
approximate treatment of recombination and extraction of charge
carriers from an organic solar cell. Next, numerical simulations
are used to show that this treatment, although approximate, can
explain the different FFs.
For simplicity, we consider a solar cell with uniform absorption
across the active layer and constant electron and hole mobility; it
has been shown that including an optical proﬁle in the modelling
of the device does not signiﬁcantly change the results for active
layer thinner than 300 nm39. As one cannot give a single value for
the voltage at the MPP, we consider short-circuit conditions
instead. On average, electrons have to travel half the active layer
thickness (L), to reach the cathode. Thus, their extraction rate kex
can be approximated as
kex ¼ 2mnVintL2 ; ð4Þ
where Vint is the internal voltage. The internal voltage is related to
the LUMO level of the acceptor and the HOMO level of the
donor by
Vint ¼ LUMOAHOMODq  0:4V; ð5Þ
where we subtract 0.4 V to account for band bending40. In case
these levels are not known, Vint is approximated by the VOC at
1 sun intensity.
Table 1 | Parameters used in the drift-diffusion simulations.
Symbol Description Range
L Thickness 60–260nm
LUMOA–HOMOD Effective bandgap 1.0–1.3 eV
mp Hole mobility 1 10 10 1 10 7m2V 1 s 1
mn Electron mobility 1 10 10 1 10 7m2V 1 s 1
gpre Recombination pre-factor 1 10 3 1
G Generation rate of free charges 1 1025 1 1028m 3 s 1
HOMOD, highest occupied molecular orbital of the donor; LUMOA, lowest unoccupied molecular orbital of the acceptor.
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As can be seen in Fig. 6b of ref. 22, most of the bimolecular
recombination occurs near the electrodes; there, the density of
one of the two charge carriers is large due to the presence
of the ohmic contact and this results in a high probability
for charges of opposite sign to meet each other and recombine.
This is also the case in the simulations in this study, which
assumes the contacts to be ohmic. Near the cathode, for example,
the electron density due to the presence of the contact
overwhelms the density of photogenerated electrons. The
density of holes, on the other hand, is much lower and stems
from the rate at which they are generated and extracted. Because



































































































Figure 2 | Chemical structures of the materials. Chemical structures of the materials considered in this study.
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increases with increased distance from the cathode. If holes are
generated at a volume rate G and ﬂow towards the anode at a





where x is the distance from the cathode. If recombination is very
strong, equation (6) will overestimate the density of holes.






To verify whether this equation holds, we have performed
numerical simulations (see Supplementary Fig. 2).
The number of recombination events per volume and time is
given by
R ¼ gpn ¼ krecn: ð8Þ
Thus, the recombination rate krec of electrons with holes near the
cathode equals




where pav is given by equation (7). Owing to the symmetry of
electrons and holes, a similar reasoning applies to recombination








Thus, two solar cells with similar y are expected to have similarly
large recombination losses. Our hypothesis is that the competi-
tion between recombination and extraction of charges, as
quantiﬁed by y, governs the FF of organic solar cells.
Results of the numerical simulations. To obtain a full picture of
the factors determining the FF, we simulate J–V characteristics
with a large range of FFs. The values of the parameters used for
the simulations are varied, within the interval speciﬁed in Table 1,
to obtain a uniform distribution of log(y) over the range
y¼ 10 6–103. We get a set of resulting J–V characteristics with
FFs that spans from 0.25–0.87.
The FFs of the simulated J–V curves are plotted against y in
Fig. 3a. Remarkably, the simulated FFs follow a clear pattern
when plotted against y; for lower recombination/extraction ratios,
the highest values of FF are achieved; an exponential decrease of
the FF is observed when the recombination losses become more
important; and a plateau at low FF values is reached when the
recombination rate is signiﬁcantly higher than the extraction rate.
This ﬁnding makes it possible to predict the effect of
simultaneously changing multiple parameters on the FF.
Experimental results. The parameter y depends on the properties
of the materials and of the devices. Experimentally, it is possible
to achieve solar cells with y spanning a wide range by producing
devices based on different blends, by varying the processing
conditions, or by measuring the same device in different
conditions of temperature and incident light. In particular, y can
be made to change over orders of magnitude by changing the
intensity of the incident light. Furthermore, the thickness of the
active layer can be varied to investigate the behaviour of the same
blend over a range of y.
To determine y, it is necessary to know the mobilities of holes
and electrons. The charge transport in PDPP5T:[70]PCBM and
PTB7:[70]PCBM blends is characterized by measuring the J–V
characteristics of single carrier devices (see Supplementary Fig. 3).
The current in such devices is limited by space charge and is
directly proportional to the mobility. The mobility is determined
by ﬁtting (see Supplementary Fig. 3 for details). In addition to the
mobilities, the strength of the bimolecular recombination g has
to be measured. For PDPP5T:[70]PCBM and PTB7:[70]PCBM
blends, we use a method proposed by Wetzelaer et al.41, which
consists of determining gpre from the steady-state characterization






 2 ; ð11Þ
where md is the effective double-carrier mobility obtained by
ﬁtting the dark current of the solar cells (see Supplementary
Fig. 4). Next, we calculate g using equations (2) and (3).
Recombination rates and carrier mobilities in P3HT:[70]PCBM
and in polymer:polymer systems are measured by the use of
time-delayed collection ﬁeld (TDCF) measurements21. In TDCF,
charge carriers are photogenerated with a short laser pulse under
constant pre-bias conditions and subsequently extracted with a
constant high reverse voltage, which is applied after a deﬁned
delay time. The bimolecular recombination coefﬁcients g are
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Figure 3 | Dependency of the FF on the parameter h. (a) Simulated FF–y
points; (b) FF versus y for the simulated (small, grey symbols) and the
experimental data (big, colour symbols). The empty symbols represent
systems for which the generation of charges has been shown to be ﬁeld
dependent. The meaning of the numbers in the legend is explained in
Table 2.
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obtained by applying an iterative calculation of the charges that
are collected after varying delay times with respect to the charge
that has been extracted during the pre-bias11,21. Charge-carrier
mobilities can be determined from extrapolating the photocurrent
decay or by ﬁtting the whole current transients that are recorded
in TDCF measurements by means of numerical drift-diffusion
simulations11,21,30 (see Supplementary Figs 5 and 6).
The values of g for MDMO-PPV:PCBM16, PBnDT-(X)TAZ23,
mono-DPP:[70]PCBM and bis-DPP:[70]PCBM17 are taken from the
literature. Table 2 contains mn, mp and g for all the systems analysed.
For the PDPP5T:[70]PCBM and P3HT:[70]PCBM systems, y
is varied by changing the processing conditions and by measuring
at different light intensities. For PDPP5T:[70]PCBM blends, we
obtain different values of electron mobility by changing the
concentration of fullerene derivative in the blend; the mobility of
holes is rather insensitive to the concentration of [70]PCBM in
the range we investigated; thus, by changing the composition of
these blends we move from a situation of balanced transport to a
large difference between the mobilities of the two carriers. For
P3HT:[70]PCBM blends as well, we analyse devices with both
balanced and unbalanced charge transport, as the mobility of
holes in P3HT:[70]PCBM blends can be greatly enhanced
by thermal annealing, leaving the electron mobility rather
unchanged42. Moreover, a strong reduction of the strength of
the bimolecular recombination in P3HT:[70]PCBM blends is
observed on annealing.
For PTB7:[70]PCBM, different solvents have been used. When
chlorobenzene is used as a solvent, the deposition of the blend
results in a layer with large-scale phase separation; employing
ortho-dichlorobenzene or adding diiodooctane as a co-solvent
reduces the length scale of space separation43. In addition to the
difference in the recombination strength when different solvents
are used, the different morphology of the active layer inﬂuences
the generation rate of charges. In the device processed by adding
DIO as a co-solvent, the generation of charges has been shown to
be ﬁeld independent, in contrast to the devices processed without
co-solvent44.
The data series taken from the literature for MDMO-
PPV:PCBM16 and for PBnDt-(X)TAZ:PCBM23 were collected
from different samples, all measured under illumination at 1 sun
intensity. The MDMO-PPV:PCBM series compares devices with
different active layer thickness16; the PBnDt-(X)TAZ:PCBM data
points regard devices in which the polymer has a different degree
of ﬂuorination. As shown in ref. 23, the performance of these
blends is limited by the extraction of charges; increasing the
ﬂuorination enhances the mobility of holes, leaving generation
and recombination rates unchanged.
For the P3HT:P(NDI2OD-T2), we have two different samples
in which the deposition of the active layer occurred under
different conditions; for each, we present the results of
measurements performed when varying the illumination inten-
sity. When the drying speed is increased by heating the sample
immediately after spin casting the blend, the bimolecular
recombination is reduced by one order of magnitude30. As the
mobilities of electrons and holes do not change signiﬁcantly, this
increase in FF on faster drying may be due to the reduction of g.
The other data from polymer:polymer systems compare the
results obtained with two different acceptor polymers.
The literature data for the small-molecule systems mono-
DPP:[70]PCBM and bis-DPP:[70]PCBM17 were taken from two
devices whose FFs have been measured at different illumination
intensities. The difference in FF between the two systems is
mostly given by the lower value of hole mobility that characterizes
the mono-DPP system17.
Table 2 | Materials parameters.
Number Material ln(m
2V 1 s 1) lp(m2V 1 s 1) c(m3 s 1) Vint(V)
1 P3HT:[70]PCBM as cast 1.7 108 1.0 10 10 1.1 10 17 0.58
2 P3HT:[70]PCBM annealed 1.8 10 7 4.0 10 8 1.1 10 18 0.58
3 PDPP5T:[70]PCBM 2:1a 2.4 10 11 1.2 10 7 4.9 10 17 0.583b
4 PDPP5T:[70]PCBM 1:1 (295K) 1.1 10 8 3.0 10 7 7.3 10 16 0.566b
5 PDPP5T:[70]PCBM 1:1 (255K) 1.4 10 9 9.5 108 5.7 10 17 0.624b
6 PDPP5T:[70]PCBM 1:1 (215K) 9.2 10 11 1.9 108 3.6 10 18 0.675b
7 PDPP5T:[70]PCBM 1:2 3.1 10 7 2.9 10 7 5.4 10 16 0.556b
8 PTB7:[70]PCBM in CB 8.0 108 5.4 10 8 1.5 10 16 0.757b
9 PTB7:[70]PCBM in oDCB 3.5 10 8 3.0 108 8.3 10 18 0.74b
10 PTB7:[70]PCBM in CB/DIO 2.3 10 8 1.3 108 1.7 10 18 0.735b
11 MDMO-PPV:PCBM16 2.0 10 7 3.0 108 6.0 10 17 0.8
12 P3HT:P(NDI2OD-T2) (fast dried) 4.6 10 7 c 1.0 10 7 c 7.3 10 18 0.5
13 P3HT:P(NDI2OD-T2) (slow dried) 3.8 10 7 c 2.5 10 7 c 6.6 10 17 0.5
14 P3HT:P(PDI2OD-T2) 3.0 10 7 c 1.1 10 7 c 8.0 10 18 0.48
15 POPT:P(NDI2OD-T2) 2.0 10 7 c 3.5 108 c 9.1 10 19 0.48
16 POPT:P(PDI2OD-T2) 1.4 10 7 c 3.7 108 c 5.5 10 18 0.44
17 PBnDt-(X)TAZ:PCBM (F00)23 d 4.0 10 7 1.71 10 8 1.0 10 17 0.731b
18 PBnDt-(X)TAZ:PCBM (F25)23 4.0 10 7 2.76 10 8 1.0 10 17 0.742b
19 PBnDt-(X)TAZ:PCBM (F50)23 4.0 10 7 5.64 108 1.0 10 17 0.764b
20 PBnDt-(X)TAZ:PCBM (F75)23 4.0 10 7 8.02 108 1.0 10 17 0.78b
21 PBnDt-(X)TAZ:PCBM (F100)23 4.0 10 7 1.22 108 1.0 10 17 0.797b
22 mono-DPP:[70[PCBM17 1.0 10 7 2.0 109 5.3 10 17 0.75
23 bis-DPP:[70]PCBM17 1.5 10 7 3.4 108 2.6 10 17 0.5
bis-DPP, 4,7-bis{2-[2,5-bis(2-ethylhexyl)-3-(5-hexyl-2,20 :50 ,20 0-terthiophene-50 0-yl)-pyrrolo[3,4-c]pyrrolo-1,4-dione-6-yl]-thiophene-5-yl}-2,1,3-benzothiadiazole; CB, chlorobenzene; DIO, diiodooctane;
FTAZ, ﬂuorinated analogue of HTAZ; HTAZ, 2-alkyl-benzo[d][1,2,3]triazole; MDMO-PPV, poly(2-methoxy-5-(30 ,70-dimethyl octyloxy)-p-phenylene vinylene); mono-DPP, 2,5-di-(2-ethylhexyl)-3,6-bis-
(50 0-n-hexyl-[2,20 ,50 ,20 0]terthiophen-5-yl)-pyrrolo[3,4-c]pyrrole-1,4-dione; oDCB, ortho-dichlorobenzene; PDPP5T, diketopyrrolopyrrole-quinquethiophene alternating copolymer; PH3T, poly(3-
hexylthiophene); P(NDI2OD-T2), poly([N,N0-bis(2-octyldodecyl)-naphtalene-1,4,5,8-bis(dicarboximide)-2,6-diyl]-alt-5,50-(2,20-bithiophene)); POPT, poly[3-(4-octylphenyl)thiophene]; P(PDI2OD-T2),
perylene-based analogue of P(NDI2OD-T2); PTB7, polythieno[3,4-b]-thiophene-co-benzodithiophene; [70]PCBM, [6,6]-phenyl-C71-butyric acid methyl esther.
aThe ratio PDPP5T:[70]PCBM is expressed in w/w.
bThe internal voltage for these systems is approximated by using the value for Voc measured at 1 sun.
cFor this system, it is not known which mobility corresponds to which charge carrier. However, all our equations are symmetric in electrons and holes; thus, we assume that the electrons have the higher
mobility. This assumption does not affect our results.
dNomenclature for PBnDt-(X)TAZ:PCBM: the number after F indicates the molar ratio of FTAZ in (X)TAZ, for example, F25 is the polymer made with a feed ratio of HTAZ:FTAZ 3:1.
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For every experimental value of the FF obtained from the
measurement of the J–V curves of the solar cells, y is calculated
according to equation (9). For P3HT:[70]PCBM blends, the
generation rate of free charges (G) is measured by means of





For the internal voltage, we use equation (5) for the donor:-
acceptor systems of which the HOMO and LUMO levels are
known. For the other systems, we approximate Vint by using the
value of Voc measured at 1 sun.
We then plot the experimental FF–y curves for every device
and compare it with the simulated data in Fig. 3b. All the
experimental data follow the same trend of the simulated points;
in general, lower y results in higher FF. The rapid decrease of the
FF for values of y in the range between 10 3 and 1 is conﬁrmed
by the experiments. This agreement between experiments and
simulations conﬁrms that the dependency of the FF on the ratio
of the rates of recombination and extraction of free charges can
be described by using the parameter y. In PTB7:[70]PCBM
devices processed without co-solvent, in MDMO-PPV:PCBM and
in mono-DPP:[70]PCBM devices (empty dots in Fig. 3b), the
generation of charges is ﬁeld dependent16,17,44. However, this
ﬁeld dependency of the generation appears to have little inﬂuence
on our results; thus, for these systems as well, the FF is
determined by the competition between extraction and
non-geminate recombination as quantiﬁed by y.
Discussion
The overall dependency of FF on y is clearly visible in Fig. 3a,b,
which demonstrates, both theoretically and experimentally, that
the ratio of the recombination and extraction rates of free charges
determines the FF. This ﬁnding can be used to predict the effect
of changing multiple parameters simultaneously. By contrast,
when the FFs of the simulated J–V curves are plotted against any
of the individual parameters listed in Table 1, scattered clouds of
points are obtained. For example, in Fig. 4a,b FF is plotted against
the reduction prefactor gpre for the bimolecular recombination
and against the mobility of holes. The dependency of FF on the
other parameters is shown in Supplementary Fig. 7. Clearly, these
individual parameters can not be used to predict the FF of organic
solar cells.
Having expressed the ratio of the recombination and extraction
rates as in equation (10), we can explain why FFs change
signiﬁcantly with light intensity, thickness and material proper-
ties. On varying the light intensity, the extraction rate of charges
is not modiﬁed, while the recombination rate changes according
to equation (9). At low intensities, the density of charge in the
active layer is low and the recombination is slow. Therefore, a
decrease of y is achieved when the light intensity is reduced,
keeping the other parameters constant. As shown in Fig. 3a,
moving towards lower y is beneﬁcial for the FF. This general
pattern is valid for all the data measured near 1 sun intensity, over
a range of y that spans six orders of magnitude (from 10 3 to
103). The 1:2 wt ratio blend of PDPP5T:[70]PCBM (combination
7 in Fig. 3b) does not represent an exception; the experimental
data for this blend measured close to 1 sun follows the simulated
trend. However, this blend shows a deviation from the expected
behaviour at low light intensity. We speculate that this deviation
is due to the presence of another recombination pathway, such as
trap-assisted recombination, which becomes important at low
light intensities.
Increasing the thickness enhances the absorption of light,
consequently increasing the charge density and the
recombination rate. At the same time, if the active layer gets
thicker the extraction of charges becomes slower, as they need
more time to leave the active layer. For this reason, y increases
with increasing L, resulting in lower FFs.
The internal voltage has an inﬂuence on both extraction and
recombination rates. The extraction of charges is faster if these
move in a stronger electric ﬁeld; thus, increasing Vint reduces
the extraction rate and at the same time a larger Vint lowers the
carrier density at the contacts (equation (7)), making the
recombination rate smaller.
The reduction prefactor gpre for the recombination strength
acts only on the recombination rate, leaving the extraction
rate unchanged. In general, a reduction of y, and hence an
improvement of FF, is observed when gpre is reduced, keeping the
other parameters constant.
Finally, the mobilities of electrons and holes affect both krec
and kex. Increasing the mobilities enhances the strength of the
bimolecular recombination g, expressed in equation (3). However,
faster charge carriers imply a faster extraction of charges and a
lower charge density near the contact. Thus, the overall effect of
increasing the mobilities of holes and electrons is a reduction of y.
Our result and the comparison of all the experimental data
presented in this study with the simulated data support the
generality of our conclusion: whether y is varied by changing the
thickness of the active layer, the combination of donor and
acceptor materials, the solvent or the measurement conditions,
the ratio of extraction and recombination times appears to be
strongly related to the FF. The generality of our ﬁnding is further
supported by the fact that experimental data have been collected
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Figure 4 | Dependency of the FF on the recombination prefactor and on
the hole mobility. FF versus gpre (a) and mp (b) for the simulated data.
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using both steady-state and transient techniques, and from very
different organic solar cells. For polymer:fullerene, polymer:
polymer and small-molecule devices, the underlying factors that
govern FF appear to be the same. We note that Fig. 3 represents
the upper limit for the FF; a reduction of FF may be observed if
the photogeneration of charges is strongly dependent on the
electric ﬁeld10,45,46 or, in case of poor electrical contacts, on the
electrodes47. However, both these limiting factors are in general
not present in most efﬁcient donor:acceptor systems. We also
note that implementing a near-zero surface recombination
velocity in our model does not signiﬁcantly modify the
resulting FF versus y (see Supplementary Fig. 1).
It is not uncommon that when trying to improve the efﬁciency
of organic solar cells by tuning the processing or replacing one of
the constituent materials, the transport and recombination
change in non-trivial ways. For example, when comparing
combination 13 with combination 15, the recombination rate
decreases while the charge transport deteriorates. A priori, it is
not clear whether this would result in a decrease or increase of the
FF. The resulting values of y (7.6 10 2 and 3.5 10 3 for
combination 13 and 15, respectively) indicate that the reduction
of the recombination rate outweighs the deterioration of charge
transport in this case. Based on Fig. 3b, relatively small changes in
y are expected to signiﬁcantly change FF. Indeed, the FF
improved from 0.43 to 0.63.
Recently, Proctor et al.18 have proposed that to get FFs of 0.65
or higher, the mobilities should be at least 10 7m2V 1 s 1.
From our ﬁndings, a general guideline for the targeted
improvement of the FF of organic solar cells can be deﬁned.
Aiming to obtain FF of 0.8 or higher, a device with y smaller than
10 4 has to be achieved (see Fig. 3a). Fig. 4b suggests that such
high FFs could be achieved at relatively low mobilities. However,
this graph contains data for the whole range of parameters as
listed in Table 1, including low light intensities and thin active
layers. For a typical device at 1 sun illumination, we assume
L¼ 100 nm, G¼ 1028m 3 s 1 and Vint¼ 1V, which leaves the
ratio g/(mpmn) as the only determinant for y, and hence for the FF.
From equation (9), it follows that for such a device it would be
necessary to improve the transport and recombination properties
of the blend so that g/(mpmn) o10 4 V2 sm 1. It should be
noted that extreme differences between electron and hole
mobility should be avoided even if yo10 4, as this leads to
the build-up of space charge48. For example, if the mobilities are
10 7m2V 1 s 1, g should be smaller than 10 18m3 s 1,
which is equivalent to gpreo8 10 4, to get an FF of at least 0.8.
This highlights the importance of controlling recombination
besides improving charge transport.
In conclusion, we have shown that the competition between
charge recombination and extraction, which governs the FF in the
whole range of 0.26–0.74, can be quantiﬁed by the parameter y,
which is the ratio of the rates of recombination and extraction of
free charges. We have shown a relationship between FF and y,
which is valid for a large number of donor:acceptor combinations,
under the assumption of ohmic contacts. Our conclusion is
supported by experimental data collected from polymer:fullerene,
polymer:polymer and small-molecule devices, which we char-
acterized with steady-state and transient extraction techniques.
The ﬁeld dependence of the charge generation in some of the
systems that we considered does not have a signiﬁcant effect on
the results. Further evidence for the clear relationship between FF
and y comes from drift-diffusion simulations of organic solar
cells performing varying charge-carrier mobilities, recombination
rate, light intensity, energy levels and active-layer thickness over a
wide range. The results presented here provide new insights into
the physical phenomena governing the FF of organic solar cells
and help explain why the FFs change signiﬁcantly with material
properties, light intensity and thickness. The relationship between
FF and y shown by this work offers an approach for targeted
improvements of FF. In particular, this relationship can be used
to rationalize the effect on FF of simultaneously changing
multiple parameters. In addition, we indicated in which way
recombination and transport properties of a blend should be
modiﬁed for a device with given thickness, generation rate and
internal voltage, to optimize its FF.
Methods
Device fabrication. PDPP5T:[70]PCBM. Solar cells were fabricated on glass
substrates prepatterned with indium tin oxide (ITO). The substrates were
thoroughly cleaned by washing with detergent solution and ultrasonication in
acetone and isopropyl alcohol, and subsequent ultraviolet–ozone treatment.
A 60-nm-thick ﬁlm of poly(3,4-ethylenedioxythiophene):poly(styrenesulfonic acid)
(PEDOT:PSS; VP AI4083, H.C. Stark) was then spin cast on the substrate.
PDPP5T:[70]PCBM blends were deposited by spin casting from chloroform/
ortho-dichlorobenzene (5 vol%) solutions in N2 atmosphere. For PTB7:[70]PCBM,
different solvents were used (see Table 2). After drying of the polymer:fullerene
ﬁlms at room temperature (RT), a cathode of LiF(1 nm)/Al(100 nm) was applied
via thermal evaporation, deﬁning an active area of 4mm2.
Single-carrier devices were fabricated on glass substrates cleaned following
the same procedure. The polymer:fullerene ﬁlms were sandwiched between
Cr(1 nm)/Au(30 nm)/PEDOT:PSS and Pd(20 nm)/Au(80 nm) to create hole-only
devices; for the fabrication of electron-only devices, Al(30 nm) and LiF(1 nm)/
Al(100 nm) were selected as bottom and top contact, respectively. All the metal
layers have been deposited via thermal evaporation.
P3HT:[70]PCBM. Solar cells were fabricated on structured ITO glass substrates
(Optrex) coated with a 60-nm layer of PEDOT:PSS (Clevios AI 4083). P3HT
Sepiolid P200 (purchased from BASF) and [70]PCBM (purchased from Solenne)
were separately dissolved in chloroform, then mixed to a 1:1 (by weight) solution
with a concentration of 25 g l 1and subsequently spin coated at 1,000 r.p.m.,
yielding an active-layer thickness of 200 nm. Devices referred to as ‘annealed’ were
heated at 150 C for 15min, directly after spin coating. Finally, 20 nm Sm and
100 nm Al were thermally evaporated through shadow masks, deﬁning an active
area of 1mm2.
P3HT:P(NDI2OD-T2) and P3HT:P(PDI2OD-T2). Solar cells were prepared on
glasses with structured ITO electrodes. The samples were washed in Acetone,
detergent solution, deionized water and isopropanol, and were plasma treated
before spin coating of 60 nm PEDOT:PSS. The polymer blends were spin cast from
a 1:1 xylene:chloronaphthalene solution with a donor/acceptor ratio of 1:0.75 and a
concentration of 40 g l 1 for P3HT:P(NDI2OD-T2) and a ratio of 2:1 and a
concentration of 33 g l 1 for P3HT:P(PDI2OD-T2). The P3HT:P(NDI2OD-T2) and
P3HT:P(PDI2OD-T2) ﬁlms were spun for 5 s and subsequently dried for 2min at
200 C and 180 C, respectively. The P3HT:P(NDI2OD-T2) ﬁlms that were slowly
dried have instead been kept under vacuum at RT for 16 h after spin coating. The
solar cells have been ﬁnalized by evaporating 20 nm Sm and 100nm Al.
POPT:P(NDI2OD-T2) and POPT:P(PDI2OD-T2). The POPT:P(NDI2OD-T2)
and POPT:P(PDI2OD-T2) solar cells were prepared from a 4:1 and 9:1
dichlorobenzene:chloronaphthalene solution with concentrations of 15 and
24 g l 1, respectively. The donor/acceptor ratio of POPT:P(NDI2OD-T2) and
POPT:P(PDI2OD-T2) was 2:1 and 1.5:1, respectively. POPT:P(NDI2OD-T2) ﬁlms
were annealed at 80 C for 2min. POPT:P(PDI2OD-T2) ﬁlms were dried at RT and
subsequently put on a hot plate at 150 C for 10min.
Device characterization. Steady-state measurement of charge mobilities and
recombination. Electrical measurements of the J–V characteristics of
PDPP5T:[70]PCBM and PTB7:[70]PCBM devices were performed using a
computer-controlled Keithley source meter in N2 atmosphere. The measurements
under illumination were done using a Steuernagel SolarConstant 1200 metal halide
lamp; a silicon reference cell was employed to correct for spectral mismatch with
AM1.5G spectrum and set the intensity of the lamp to 1 sun. Light-intensity
dependency was measured by varying the intensity of the light with a series of
neutral density ﬁlters.
Time-delayed collection ﬁeld. In the TDCF experiments, pulsed excitation (5.5 ns
pulse width, 500Hz repetion rate) was realized with a diode-pumped, Q-switched
neodymium-doped yttrium aluminium garnet laser (NT242, EKSPLA). The
photogenerated charge carriers were extracted by applying a high rectangular
voltage pulse with a pulse generator (Agilent 81150A) in reverse direction. The
current through the device was measured with a Yokogawa DL9140 oscilloscope
via a 50-O input resistor.
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